
Para-aramid is a fiber with excellent tensile strength, flame retardancy and excel-
lent modulus. It is a synthetic fiber ideal for a wide range of applications: protection 
goods (ballistic armor, cuts, vehicle armor); mechanical rubber goods (in tire, belt, 
hose); optical fibers (strength member, ripcord); composite & others (composites, 
friction & sealing, ropes & cordages, oil & gas)

Para-Aramid has a higher specific resistance intended as mechanical tensile strength 
in relation to the specific weight of the material; moreover, it has a high resistance to 
cutting and abrasion and good heat stability (decomposes at about 500 ° C). The main 
characteristics are:

- 5 times stronger tensile strength than steel

- high heat resistance

- excellent chemical resistance

- excellent fatigue resistance

- low elongation and creep

Technical specifications Value

DTEX RANGE 220 > 3300

TWIST Z / S

TENACITY g/D 21,5 > 27

ELONGATION % 2,7 > 3,9

BREAKING STRENGTH (N) 45 > 1196

MODULUS g/D 550 > 900

All technical references are indicative, to have more information please ask for the specific 
technical details of the count you need.

We can use para-aramid yarn to produce our cable and half cable semi- manufactured.

Eurotexfilati’s para-aramid yarns can be delivered in different types, natural or black, 
flat or assembled according to the customer’s wishes. 

COLOURS

Para-Aramid Yarn



Para-Aramid Yarn

Tube internal diameter 72, other tuber on request

Mt/bobbin On request

Diameter of bobbin On request

LxWxH
120x120x105

115x115x105

130x110x105

PACKAGING INFORMATION

Material

Resistance

UV Flame Abrasion
Chemical

Acid
Chemical

Alkali
Chemical - Organic Solvent

ARAMID

* Indicative properties, classified by colors as LOW, MEDIUM, HIGH.
**Actual performance will depend on the rope construction and application


